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EXR NECK RECTIFIER

PRODUCT The EXR neck rectifier is designed for the verification and correction
INFORMATION | of small TCP deviations that a welding neck with a quick release system
could be subject to. These deviations may be caused by the robot
knocking into something or unsuitable handling during transport.

The rectifier has three verification positions, 0°, 22° and 45° which
are the same as the standard curves of the nozzle necks for robotic
welding.

DESIGNED TO CORRECT DEVIATIONS OVER 2°, USING
IT TO DO SO COULD CAUSE BREAKAGE OF THE
INTERNAL COOLING SYSTEM OF THE WELDING NOZZLE
NECK.

i UNDER NO CIRCUMSTANCES IS THIS RECTIFIER
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EXR NECK RECTIFIER

INSTALLATION Remove the nozzle and the replacement of the nozzle to be verified,
& USE | screw on the correction tool on the nozzle chuck and tighten gently with a
wrench.
Place the guide at a suitable angle and screw the neck tightly onto
the verification base.

THE MODEL TO BE CORRECTED OTHERWISE IT COULD

IMPORTANT: CHECK THAT THE CORRECTION TOOL IS FOR
A SERIOUSLY DAMAGE THE WELDING NOZZLE NECK.

Use the lever on the rectifer to correct the deviations in the neck
and verify the correction with the position guide.
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> ““““““““““““““““““ PS THE BASE OF THE RECTIIFIER SHOULD BE FIXED ONTO A SOLID

RGED 7! I SURFACE FOR ACURATE CORRECTIONS OF WELDING NOZZLE
NECKS.




EXR NECK RECTIFIER
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PARTS AND
COMPONENTS

POS. CODE  DESCRIPTION
1 70100001 EXR RECTIFIER BASE
11 70100002 EXR RECTIFIER NECK JAWS
12 70100003 EXR RECTIFIER GUIDE BASE
13 71200008 EXR-CW LEAD LINE CONNECTION SEAL
14 70100007 EXR RECTIFIER CLAMP
15 70100004 EXR RECTIFIER GUIDE
16 70100006 EXR NECK BASE DISTRIBUTOR
€ €RcoDANI 17 70100009 EXR TUBE JAW RECTIFIER
J DDDDDDDDDDDDDDDDDD #/| 21 70000001 EXR-CNECK CORRECTOR

REED 7! 22 70000002 EXR-C2 NECK CORRECTOR
23 70100008 EXR RECTIFIER LEVER




